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1. ALL HORIZONTAL COLLECTION PIPING SHALL BE INSTALLED WITH A MINIMUM

PITCH OF 2 PERCENT, AWAY FROM WELLHEAD.

DETAIL 82/46.

PERFORATED PIPE SECTIONS SHALL BE CONNECTED AS SHOWN ON

2. MINIMUM TRENCH WIDTH SHALL BE 3 FEET.

3. MAXIMUM LENGTH OF PERFORATED COLLECTORS SHALL BE 150°. INSTALL SOLID COLLECTOR PIPES FROM

WELLHEAD TO EACH PERFORATED SECTION (SEE LAYOUT DETAIL 71/C23).

Horizontal Collector Pipe Beneath Overlay Liner

Not to Scale

8" @ HDPE
/PERFORATED PIPE

8" ¢ HDPE
/PERFORATED PIPE
yau =l o =] L=

TO WELLHEAD 4@ Y

o (=] o

o
-

20" LENGTH OF 8" ¢
HDPE PERFORATED
PIPE

ray o o

5" MIN

SOLID PIPE TO PERFORATED PIPE

10" ¢ HOPE 20’ LENGTH OF 8” @
PERFORATED PIPE
/ /HDPE PERFORATED
PIPE

(=4 T T
o (=] o o (-]
= a a a

5" MIN

PERFORATED PIPE TO PERFORATED PIPE

Perforated Pipe Connection Details

72






